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ABSTRACT. Projection welding is a vari-
ation of resistance welding in which cur-
rent flow is concentrated at the point of
contact with a local geometric extension
of one (or both) of the parts being
welded. These extensions, or projec-
tions, are used to concentrate heat gen-
eration at the point of contact. The
process typically uses lower currents,
lower electrode forces and shorter weld-
ing times than does a similar application
without the projection (Ref. 1). Because
of the dynamic changes of the flow paths
for heat and electrical current and the
variation of the material properties with
changing temperature, the process of
projection welding, not unlike other re-
sistance welding processes, is difficult to
analyze. Earlier research on projection
welding primarily relied on an all-exper-
imental approach in which the heating
process and nugget formation are quali-
tatively depicted using either consecutive
metallurgical cross sections or high-
speed movies. With the advances in
computer technologies and finite ele-
ment methods, a comprehensive analysis
procedure has been developed to per-
form the incrementally coupled thermal-
electrical-mechanical analysis to simu-
late the projection welding process in
quantitative details. This analysis proce-
dure is suitable for studying the electri-
cal, thermal and mechanical aspects of
the projection welding process such as
the projection collapse mechanism, the
nugget formation process and the effects
of different welding parameters and base
material properties. This new procedure

can also be further developed to study
many important parameters such as ma-
chine mechanical characteristics and
their effect on nugget growth, contact
area changes, dynamic resistance and
electrode movement.

Introduction

Projection welding is an electrical re-
sistance welding process in which welds
are produced at localized points in
workpieces held under pressure between
suitable electrodes. As opposed to most
other resistance welding processes, the
precise location of the nugget (and weld)
formation is predetermined and assured
by the use of a bump (or projection)
formed (or otherwise produced) between
workpieces at their faying surfaces. It is a
commonly used welding process in the
appliance and automotive industries be-
cause of its high efficiency, consistency
and low electrode wear. Like other resis-
tance welding processes, many variables
or parameters control the quality of a pro-
jection weld. Primarily, these parameters
include projection design, electrode

force, welding current, welding time and
the type and thickness of the materials
being welded.

Many experimental research pro-
grams on projection welding were car-
ried out between the 1940s and 1960s to
study the influence of the aforemen-
tioned parameters on the projection col-
lapse mechanism, weld size and weld
performance. For example, Harris and
Riley (Ref. 2) studied projection welding
of low-carbon steel by cross sectioning
the weld nuggets for consecutive weld
times. The formation of the projection
welds and the effects of welding vari-
ables such as welding currents, electrode
force and welding time were qualita-
tively explained. Based on the knowl-
edge accumulated from numerous ex-
perimental tryouts, some useful guidance
was provided on the selection of welding
equipment and process variables for
welding low-carbon steels with em-
bossed projections. Other researchers,
such as Hess and Childs (Ref. 3), Hess, et
al. (Ref. 4), Nippes, et al. (Ref. 5), Nippes
and Gerken (Ref. 6) and Adams, et al.
(Ref. 7), investigated the effects of differ-
ent welding parameters and projection
dimensions on weld formation and weld
quality for both thin- and heavy-gauge
materials such as AISI 1010 and AISI
1015. Cross-tension and lap-shear tests
were conducted to relate the strength of
the weld to the different welding para-
meters.  It was also found that a spring-
loaded electrode was necessary in weld-
ing thin-gauge material to provide rapid
electrode follow up to prevent unwanted
expulsion.

Starting in the mid 1960s, several re-
searchers from the University of Texas at
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Austin began to study the fundamentals
of the projection welding process using
high-speed photography (Refs. 8–10).
Using high-speed movies of half welds, it
was “possible to investigate weld col-
lapse, effect of projection height, projec-
tion geometry, nugget formation, heat
generation and flow, and weld quality in
a manner not possible with any other
technique (Ref. 8).” 

More recently, Gould, et al. (Ref. 11),
examined projection welding of coated
sheet steels using metallurgical cross sec-
tions for consecutive time steps. It was
concluded the stages of weld develop-
ment for the coated steels varied
markedly from those for uncoated steel.
Using the same projection design, coated
steels appeared to only experience solid-
state bonding associated with projection
collapse, as opposed to the formation of
a fusion nugget in bare steel.

With the advances of computer tech-
nologies and finite element methods in
the past two decades, it is now possible
to model many different welding
processes such as arc welding, friction
welding and resistance spot welding
(Refs. 12–20). These modeling tech-
niques have been proven to be effective
tools in understanding the physics of dif-
ferent welding processes, and in provid-
ing quantitative descriptions regarding
the design and the performance charac-
teristics of the resulting welds. However,
probably because of the complexity in-
volved in modeling of the projection
welding process, no attempt has been re-
ported in the open literature. 

Several authors have used sequentially
coupled finite element models to address
different aspects of the resistance spot
welding process such as nugget growth,
electrode design and electrode wear.
Among them are Nied (Ref. 12), Tsai, et
al. (Ref. 13), Sheppard (Ref. 14), Mu-
rakawa (Ref. 15) and Dong, et al. (Ref. 16).
Recently, Brown, et al. (Refs. 17 and 18),
and Li, et al. (Ref. 19), presented the re-
sults of an incrementally coupled analy-
sis of resistance spot welding of an alu-
minum alloy and steel, respectively, and
the process dynamics of the resistance
welding process was further explored. All
of the above-mentioned incremental
studies assume that the sheet geometry in
the weld area does not change signifi-
cantly during the welding process. There-
fore, only changes in the contact areas
obtained from the thermal-mechanical
module are monitored and updated in the
thermal-electrical analysis module (Refs.
17–19).  However, this assumption is not
valid in the case of projection welding in
which the change of projection geometry
during the initial heating cycles, i.e., the
projection collapse mechanism, is known

to be the key factor
influencing heat
generation, nugget
formation and weld
quality. In order to
account for the geo-
metric changes in
the projection area,
a more complicated
coupling procedure
developed by Sun
and Dong (Ref. 20)
for resistance spot
welding of alu-
minum must be em-
ployed. This cou-
pling procedure
updates both the
contact area and
the geometry of the
projection area in
the thermal-electri-
cal analysis module
according to the re-
sults obtained from the corresponding in-
crement of the thermal-mechanical
analysis module. By doing so, the projec-
tion collapse mechanism and nugget for-
mation process are computed in an in-
crementally coupled manner. 

The theoretical framework regarding

the coupling effects of electrical-thermal-
mechanical phenomena associated with
spot welding presented in Ref. 20 is read-
ily applied for the case of projection
welding. The implementation of such an
analysis procedure with a commercial
code (e.g., ABAQUS) and the incorpora-
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Fig. 1 —Typical finite element model.

Fig. 2 —Flow chart of the coupled electrical-thermal-mechanical analysis.

Fig. 3 — Illustration of welding parameters used in the case of SAE1010
steel sheet welding.



tion of appropriate boundary condition
changes are discussed below. Some case
studies regarding projection welding of
0.8-mm-gauge bare steel sheets are then
presented. Projection collapse and
nugget formation processes, and the ef-
fects of different updating frequency,
sheet material property and welding pa-
rameters are finally discussed.

Finite Element Modeling Procedure

As pointed out by Sun and Dong (Ref.
20), there are currently no commercial FE
codes available capable of solving the
thermal-electrical-mechanical process in
a fully coupled manner. An incremen-
tally coupled finite element analysis pro-
cedure has been implemented in the cur-

rent study. The analysis procedures are
demonstrated here by using Fortran rou-
tines to link up different analysis modules
of the commercial finite element code,
i.e., ABAQUS (Ref. 21). 

A typical finite element mesh for half
of the electrode-sheet assembly (as
shown in Fig. 1) with axisymmetric con-
dition being assumed can be employed
without losing generality. The model con-
sists of both three- and four-node linear
elements, and a total of 841 elements are
employed. The theory of large deforma-
tion is used to compute the excessive de-
formation of the projection. To facilitate
the large plastic flow of material during
projection collapse, three-node triangular
elements are employed in the dimple
area. Also, higher mesh density is used

around sharp corners, as shown in Fig. 1. 
The squeeze cycle is first modeled by

a mechanical analysis. Uniformly distrib-
uted pressure calculated according to the
specified electrode force is applied on the
top of the upper electrode, and the bot-
tom of the lower electrode is restrained
from motion in the vertical direction.
Contact surface interactions between the
electrode-sheet interfaces and the faying
interface are modeled with the concept of
contact pair (Refs. 20 and 21). Contact
pair is an option for modeling surface in-
teractions in ABAQUS (Ref. 21). Instead
of introducing a fictitious layer of solid in-
terface elements at the contact surface,
contact pair is a surface concept in which
the master and slave surfaces of the con-
tact are defined. The details of the contact
pair formulation can be found in Ref. 20.
Results generated from the squeezing
cycle mechanical analysis, including de-
formed shape and coordinates, contact
pressure, contact radius, element groups
in and not in contact, etc., are first ex-
tracted, and then passed to the subse-
quent electrical-thermal analysis in
which the welding current is applied.

In the electrical-thermal analysis, the
deformed shape of the electrode-sheet
assembly calculated from the previous
mechanical analysis is used. Zero elec-
trical potential is imposed on the bottom
of the lower electrode tip, and distributed
current density input calculated from the
current input value is applied on the top
of the upper electrode. All the free sur-
faces of the electrode and sheet assembly
that are not in contact at this time incre-
ment are assumed to have free convec-
tion with the surrounding air, and the two
electrodes are assumed to be water
cooled with a forced-convection coeffi-
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Fig. 4 — Cold collapse of projection after the squeeze cycle.

Fig. 5 — Pressure distribution along the faying interface and the lower electrode-sheet interface. A — Squeeze cycle; B — first cycle.
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cient specified on their upper and lower
free edges. Temperature-dependent ma-
terial properties are used for both the
electrode and the sheet during the entire
modeling process. The surface electrical
resistivity of the faying interface and the
electrode sheet interface are computed
by a user-interface subroutine following
the formulation proposed by Li, et al., in
Ref. 19. The contact areas for the elec-
trode-sheet interfaces and the faying in-
terface are extracted from the previous
mechanical analysis results to be used in
the calculation of electrical contact re-
sistivity. No pressure dependency is in-
cluded in the current contact resistivity
model, and the model has been used to
successfully predict the nugget growth
process for resistance spot welding of
steel (Ref. 19). 

The temperature distribution com-
puted from the above electrical-thermal
analysis for a certain time increment is
then imposed as thermal loading condi-
tions for the subsequent thermal-
mechanical analysis module. This updat-
ing procedure repeats itself for a specific
time increment, i.e., updating frequency,
until the entire welding cycle is totally
completed. The flow chart of the analysis
procedure is shown in Fig. 2. The entire
analysis procedures were fully auto-
mated with the development of a suite of
user-interface routines.

The modeling procedure described
above is demonstrated next with some
case studies simulating the projection
welding processes of 0.8-mm-gauge bare
steel sheets. 

Results and Discussions

A typical finite element model is
shown in Fig. 1 in which 0.8-mm-gauge
bare steel sheets are welded using Harris
and Riley (H&R) type projection (Refs. 1
and  2). The projection size and shape are
determined according to Table 4 of Ref.
1 with its diameter and height being 2.29
mm and 0.635 mm, respectively, and its
wall thickness being 90% of the sheet
thickness. The electrodes used are flat-
faced RWMA Class III type with a face ra-
dius of 2.3 mm. 

Three- and four-node axisymmetric
elements are used for the thermal-
mechanical and electrical-thermal
analysis. The mesh used in both analysis
modules is shown in Fig. 1. Temperature-
dependent material properties were used
for both the workpieces and the copper
electrodes (Refs. 22, 24 and 25). The
cooling water temperature was set to be
22°C and convection effect was modeled
by defining the temperature-dependent
film coefficient using a user-interface
subroutine. Because of the large defor-
mation associated with the projection
collapse process, a true stress and true
strain curve must be used in the thermal-
mechanical analysis. The following
equations were used to derive the plastic
material data from nominal stress and
strain to true stress and strain (Ref. 21):

σ = σnom(1+εnom) (1)

ε = 1n(1 + εnom) (2)

It should be noted that the effect of strain
rate on the strength of material was not
taken into consideration in the current
work. This is due to the lack of material
data for such a high rate and high tem-
perature event of projection welding.
Should the rate data become available in
the future, it can be easily incorporated
in the simulation procedure by adding it
to the input deck of the thermal-mechan-
ical analysis module.

SAE1010 Steel Sheets

The first case analyzed is the projec-
tion welding of SAE1010 steel sheets
using the projection shape shown in Fig.
1. The sheet material has a room-tem-
perature nominal yield strength of 270
MPa, an ultimate strength of 310 MPa and
an elongation of 32% (Refs. 3 and 6). The
physical and mechanical properties for
similar steel grades in elevated tempera-
tures can be found in Refs. 22, 24 and 25.
The absolute temperatures for the faying
interface and the electrode-sheet inter-
face are assumed to be 1500°C and
500°C for the calculation of surface con-
tact resistivity (Ref. 19). The welding pa-
rameters used are welding current of 5 kA
with linear up-slope control, constant
electrode force of 220 lb and 3 welding
cycles welding time, as recommended in
Refs. 1 and 2 — Fig. 3. 

It should be noted that, as some ear-
lier studies have concluded, for welding
thin-gauge materials, the welding ma-
chine’s mechanical follow-up capacity
has a strong influence on weld formation
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Fig. 6 — Predicted projection collapse and nugget formation process.

Fig. 7 — Molten zone shape and size at the end of the first cycle using
updating frequency of 1⁄4 cycle; onset of expulsion wrongly predicted.

Fig. 8 — Predicted onset of expulsion at the end of the first half cycle
using 8-kA welding current.



and weld quality (Ref. 4), and sometimes
a spring-loaded electrode is necessary to
provide follow up rapid enough to pre-
vent expulsion during welding (Ref. 5). In
this study, it is assumed the electrode
force during welding stays at a constant
value of 220 lb. This is equivalent to as-
suming the welding machine has a per-
fect follow-up capability. It is certainly an
idealized assumption. Nonetheless, at
the current stage of research, the primary
goal of this paper is to demonstrate the
capability of the proposed coupled finite
element modeling procedure. More real-
istic machine follow-up behavior can be
added to this model by further specifying
the electrode loading profile during
welding for a specific welding machine
or, more fundamentally, by directly in-
corporating the machine’s mechanical
characteristics, such as weld head mass,
air cylinder pressure and friction coeffi-
cients, etc., into the nugget growth
model.

Squeeze Cycle

At the end of the squeeze cycle, cold
collapse of the projection occurs, and an
area of intimate mechanical contact on
the faying interface is established for the
subsequent electrical current to pass
through — Fig. 4. The amount of the ver-
tical displacement of the upper electrode
is 0.28 mm, or about 40% of the total
projection height. Of this total amount,
0.07 mm is caused by the sheet-sheet in-
dentation, and the rest is caused by the
projection groove-face collapse. This in-
dicates the particular projection shape
and material combination chosen is not

rigid enough to limit the cold collapse
amount to be within 20% of the total pro-
jection height. This projection design and
welding parameter combination is by no
means optimized for this material. How-
ever, as will be shown later in the weld-
ing cycles, it does generate a satisfactory
nugget. 

The pressure distribution along the
faying interface and lower electrode/
sheet interface after the squeezing cycle
is shown in Fig. 5A. The distribution char-
acteristic along the faying interface very
much resembles the classical elastic
Hertzian contact problem with a cylin-
drical indentor. However, because of the
loading-induced plasticity and limited
projection wall thickness, a local pres-
sure hump exists in the contact area as
opposed to a smooth parabolic Hertzian
solution (Ref. 23). The characteristics of
the pressure distribution on the lower
electrode/sheet interface is fundamen-
tally different from the results obtained
earlier for resistance spot welding with
flat-tip electrodes (Refs. 13 and 20). Also,
the contact diameters on all the inter-
faces are smaller than the electrode di-
ameter. 

Welding Cycle

The incrementally coupled electrical-
thermal-mechanical simulation process
commences once the welding current is
fired. An updating frequency of 1⁄16 cycle
was chosen for the entire three cycles of
welding time. Consequently, the entire
simulation result contains 48 thermal-
electrical steps and 48 thermal-mechan-
ical steps. 

The pressure distribution along the
faying interface and lower electrode/
sheet interface after the first welding
cycle is depicted in Fig. 5B. Comparing
Figs. 5A and B, it is observed the contact
radius on the lower electrode/sheet inter-
face is almost unchanged from the
squeeze cycle. However, at the end of the
first cycle, the pressure distribution on
this interface is much more uniform. The
contact radius on the faying interface in-
creases dramatically from the squeeze
cycle to the first cycle. This indicates the
progress of the projection collapse. The
characteristics of the pressure distribu-
tion on the faying interface has also
changed significantly from the squeeze
cycle. At the end of the first cycle, the
overall pressure distribution on the faying
interface is similar to the elastic Hertzian
problem with a flat indentor, with the ex-
ception of a low-pressure area close to
the contact periphery where the highest
nodal temperature is observed.

Figure 6 shows, at selective time
frames, the heating and projection col-
lapse patterns during the entire welding
process. At the end of the first half cycle,
the projection has collapsed more than
50% of its total height, and the current
density concentrates at the outer ring lo-
cation on the faying interface. At the end
of the first cycle, the projection has to-
tally collapsed, and a slight ring of in-
dentation from the stamping process is
still visible on the upper sheet surface —
Fig. 6. Melting initiates in the form of a
small ring on the faying interface as the
result of high current density at the end
of the first cycle. This heating pattern is
consistent with the observations reported
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Fig. 9 — Effect of electrode force on projection collapse mechanism.

Fig. 10 — Nugget growth comparison for the three cases using differ-
ent electrode forces.



in Ref. 9 from high-speed movies for this
type of projection design. The result is
also in line with most of the observations
regarding the projection collapse
process, which states “the collapse of the
projection is practically complete before
any fusion of the metal occurs” (Refs. 2,
3 and 11). At this time increment, the fine
balance between the applied electrode
force and the thermal expansion force of
the molten zone is critical. If the ma-
chine’s follow-up capability is poor and
too little electrode force is applied, liquid
metal would be expelled from the molten
zone and, therefore, cause expulsion. Ex-
cess metal expulsion usually results in an
inconsistent and weaker weld, and it is
detrimental to the weld’s engineering
performance.

The heat generation pattern and
nugget formation process beyond the
first cycle are very much similar with
those of the resistance spot welding
process (Ref. 13). At the end of 1.5 cy-
cles, the molten region has spread very
rapidly toward the weld center and the
molten zone is connected at the center
of the weld. From this point on, the
molten zone becomes ellipsoidal in
shape and grows progressively in size as
the welding process continues. 

The final weld shape and size shown
in Fig. 6 have a diameter of around 3 mm
and a weld penetration of 1.2 mm. The
predicted weld diameter is very close to
the experimental result presented in Ref.
2 for 0.030-in. low-carbon steel. The pre-
dicted weld penetration is larger (1.2 mm
vs. 0.8 mm) than the experimental result.
This may be due to the slight difference in
material gauges, projection design and
projection wall thickness. Different ma-
chine characteristics could also con-
tribute to the variations in different exper-
imental results. 

The comparison of the above analysis

prediction with lim-
ited experimental
data reported in the
open literature re-
garding projection
collapse and nugget
formation process
proves to be satis-

factory, in general. It should be men-
tioned that the updating frequency in this
incrementally coupled analysis is critical
in achieving accurate results. In this
study, the updating frequency of 1⁄16 cycle
was chosen after some trial runs using
larger updating frequencies failed. The
necessity for using such a small updating
frequency is due to the highly nonlinear
coupled nature of the deformation
process associated with the projection
collapse process. Trial runs using an up-
dating frequency of 1⁄32 cycle yield a very
similar heating pattern and projection
collapse pattern for the first cycle. There-
fore, it is concluded that convergent re-
sults with respect to updating frequency
can be achieved by updating every 1⁄16

cycle.
It is found that if the updating fre-

quency is too large, the gradual increase
of the contact area on the faying interface
is not captured in sufficient resolution in
time in the thermal-mechanical analyses.
This, in turn, leads to a smaller contact
area for current passage in each of the
subsequent electrical-thermal analyses.
A smaller contact area increases current
density and would result in faster heat
generation. If the predicted heat genera-
tion is too fast and the contact area is too
small, the location on the faying interface
outside the contact area may be melted.
When this happens, the thermal-
mechanical analysis would diverge be-
cause of the numerical problem encoun-
tered in trying to find an equilibrium so-
lution with liquid metal of very low yield
strength being generated outside the con-
tainment of the contact pressure. Physi-
cally, this indicates the onset of expul-
sion. However, in this case, it is the
wrongly predicted onset of periphery
melting caused by overpredicting the
heat generation. 

It should be noted the model does not
predict full-bloom weld expulsion.
Rather, it predicts the onset of expulsion
in the sense of melt formation at the con-
tact periphery and diverges afterward
due to numerical difficulties. For exam-
ple, Fig. 7 shows the predicted nugget
shape at the end of the first cycle using an
updating frequency of 1⁄4 cycle for the
same welding case presented in Fig. 6.
The comparison of Fig. 7 with Fig. 6
clearly shows heat generation is overpre-
dicted. At this moment in time, the pro-
jection has not totally collapsed, the ther-
mal-mechanical analysis diverges and
the whole analysis terminates. 

Effect of Welding Current

Being a resistance welding process
governed by the Joule heating principle,
welding current is a very important fac-
tor in projection weld formation. It is in-
tuitive that the weld current must be of
sufficient magnitude to cause fusion be-
fore projection collapse and to form the
final nugget of desired size for its engi-
neering purpose. On the other hand, if
the selected welding current is too large,
the tendency for metal expulsion of a
specific projection size is also increased
(Ref. 2). As an example, a welding cur-
rent of 8 kA is used to weld 0.8-mm
SAE1010 steel sheets using the projec-
tion design shown in Fig. 1. The rest of
the welding parameters remain the same
as in Fig. 3. The projection and weld
shape at the end of the first half cycle is
shown in Fig. 8. It is shown that with this
excessive current level, even with up-
slope control, the projection collapse
cannot catch up with the speed of the
heat generation. As a result, onset of ex-
pulsion is predicted.

Effect of Electrode Force

The effect of electrode force on pro-
jection collapse and nugget formation
was investigated by considering two ad-
ditional electrode force levels: one being
180 lb, the other being 280 lb. The rest of
the welding parameters were the same as
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Fig. 11 — Comparison of contact radius for three different sheet ma-
terials.

Fig. 12 — Predicted projection collapse and molten zone at the end of
1⁄2 cycle for HSLA steel.



in Fig. 3. Figure 9 shows the projection
collapse and heat generation for these
two cases as comparisons to the nominal
case shown in Fig. 6. It shows electrode
force is a very influential factor in pro-
jection welding. If the electrode force is
too small, it does not provide enough in-
terface contact diameter and pressure to
contain the molten metal and expulsion
would occur as a result. Moreover, the
projection does not collapse totally at the
end of the first cycle and sheet separation
is still visible. On the other hand, when
too large an electrode force is applied,
excessive cold set down occurs and
causes premature mechanical collapse of
the projection. The contact area is always
bigger than that of the nominal case.
Larger contact area reduces current den-
sity and, thus, delays the nugget forma-
tion process. Therefore, the art of the pro-
jection welding process lies in creating a
dynamic balance between the rapid heat
generation and the contact area change
that will ensure nugget formation in a
short period and, in the meantime, pro-
viding sufficient contact area and pres-
sure to contain the molten metal to pre-
vent expulsion. 

Figure 10 shows a comparison of the
nugget formation process for the three
cases considered. The conclusion is quite
similar to the conclusions reached in re-
sistance spot welding in that the higher
the electrode force, the slower the nugget
growth and the smaller the final nugget.
It is interesting to note, for the case with
the highest electrode force, the molten
zone outer radius stays at a constant level
(i.e., projection radius) from the first
cycle to the second cycle. During this
time period, the initial small ring-shaped
nugget formed at the end of the first cycle
grows toward the center of the weld. As
a result, the center of the projection is
melted at the end of the second cycle and
an ellipsoidal-shaped molten zone is
formed. From that point on, the nugget
resumes growing outward with its final
diameter being around 2.8 mm. The case
with the lowest electrode force, however,
diverges after onset of expulsion is de-
tected at the end of the first cycle.

Effect of Material Properties

The steel sheet’s grade and yield
strength levels are also critical in projec-
tion design and welding parameter se-
lection. For comparison purposes, the
same projection design and welding pa-
rameters used earlier for SAE1010 steel
are next applied to an interstitial-free (IF)
steel with a room-temperature yield
strength at 150 MPa and a high-strength
low-alloy (HSLA) steel with a room-tem-
perature yield strength at 440 MPa. Since

yield strength and ultimate tensile
strength tend to converge to similar val-
ues for most steel grades above 800°C,
high-temperature mechanical properties
for IF and HSLA steels are obtained by in-
terpolation from their room-temperature
values to their 800°C values following
similar trends as for SAE1010. Beyond
800°C, the mechanical properties used
for IF and HSLA steels are the same as
those for SAE1010.

Figure 11 shows the comparison of
faying interface contact radius for the
three cases. For the IF steel considered,
because its yield strength is too low, the
cold collapse of the projection is very se-
vere (more than 70% of the projection
height) and the contact radius on the fay-
ing interface is also considerably larger
than that of the nominal case of
SAE1010. The welding process for this
steel is very similar to the spot welding
process due to the premature projection
collapse, and there is no melting gener-
ated at the end of the third cycle using the
welding current of 5 kA. For the projec-
tion welding of HSLA steel, on the other
hand, the faying interface contact radius
is significantly lower than that of the
nominal case. Such a small contact ra-
dius restricts the current passage to a
small area, and excessive heating and
onset of expulsion occurs as early as the
first half cycle — Fig. 12. Compared with
the results shown in Fig.  6 for the nomi-
nal case, the projection collapse for
HSLA is far behind the heat generation.
There is also a difference in the heat gen-
eration pattern: no formation of the initial
ring-shaped molten zone and a nugget is
formed from the center of the projection. 

Conclusions

In this paper, an incrementally cou-
pled finite element analysis procedure is
presented to simulate the coupled elec-
trical-thermal-mechanical phenomena
associated with the projection welding
process. Projection collapse and the
nugget formation process are predicted.
Compared with simulations of the resis-
tance spot welding process, projection
welding involves large plastic deforma-
tion of the work sheet in the projection
area, and, therefore, the analysis has to
be truly “coupled” in the sense that the
deformed shape of the work sheet and
projection area have to be updated as
well as the contact information. Effects of
different welding parameters, such as
welding current, electrode force and
sheet material combination, have been
investigated. It was found the interfacial
contact behavior in the form of contact
area change due to projection collapse
plays a critical role in the nugget forma-

tion process in projection welding. If the
electrode force is too low or an excessive
welding current is used, melting occurs
faster than the projection collapse and
expulsion would occur as a result. On the
other hand, if the applied electrode force
is too high, premature collapse of the
projection would cause the contact area
to be too large and, therefore, reduce the
current density on the faying interface
and delay nugget formation. In other
words, there needs to be a dynamic bal-
ance of the projection collapse and heat
generation.

Commentary

It should be mentioned that, because
of the large deformation involved in the
analyses, it is more difficult to get con-
verged solutions for projection welding
than for spot welding, and mesh design is
also critical in achieving accurate solu-
tions. In many cases, the analysis would
terminate when numerical difficulties,
such as the onset of expulsion, are en-
countered in the simulation process.

In experimental or production envi-
ronments, the welding process may con-
tinue even if some slight expulsion exists.
However, the existence of expulsion
would lead to inconsistency in weld
quality and weld size. To reduce the oc-
currence of expulsion, many welding en-
gineers choose to use a higher electrode
force than the ones suggested in the
handbooks (i.e., Ref. 1). This practice
does widen the current range for a spe-
cific projection design. However, if too
high an electrode force is used, severe
premature projection collapse occurs
and a relatively high welding current is
needed to generate an acceptable nugget
size. This partially defeats the purpose of
using projection welding in which rela-
tively small electrode force and welding
current can produce desirable-sized
nuggets. To this end, the analysis proce-
dure can be used as a predictive tool to
optimize the welding parameters for a
specific projection design to ensure
nugget size and weld quality. Another ap-
plication area of this tool is in the design
of projection geometry for different steel
grades. Results pertinent to this aspect
will be presented separately.

It should also be noted the analysis
procedure presented in this study is for
projection welding with perfectly
aligned electrodes. If the alignment is not
perfect, the assumption of axisymmetry is
no longer valid and a more realistic
three-dimensional finite element model
will need to be used.

Variations of process parameters dur-
ing welding, such as electrode move-
ments, contact area change and dynamic

250-s | SEPTEMBER 2000

R
E

S
E

A
R

C
H

/D
E

V
E

L
O

P
M

E
N

T
/R

E
S

E
A

R
C

H
/D

E
V

E
L

O
P

M
E

N
T

/R
E

S
E

A
R

C
H

/D
E

V
E

L
O

P
M

E
N

T
/R

E
S

E
A

R
C

H
/D

E
V

E
L

O
P

M
E

N
T



resistance, can also be monitored during
the welding process simulation. The ex-
amples shown in this paper assume the
welding machine has a perfect follow-up
capability. Different machine character-
istics can be incorporated in this model
by specifying the electrode force profile
during the entire welding process for a
specific machine — or, more generically,
by constructing a global dynamic model
that consists of the local nugget growth
model as well as the mechanical charac-
teristics of the welding machine such as
arm stiffness, weld head mass, air cylin-
der pressure and friction coefficient of
the system.
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